- PROJECT DESCRIPTIUN
[. GENERAL:

THIS PORTION OF THE PROJECT INVOLVES THE MODIFICATION OF
THE EXISTING TRAFFIC SIGNAL AT THE INTERSECTION OF MD 147 AND
LINWOOD AVENUE IN BALTIMORE COUNTY. THE MODIFICATION

INCLUDES INSTALLATION OF VIDEO DETECTION CAMERAS,
COUNTDOWN PEDESTRIAN SIGNALS. AND APS STATIONS AND

PEDESTRIAN EDUCATION SIGNS. THE EXISTING POLE MOUNTED CABINET
-‘AND CONTROLLER ARE TO BE REPLACED WITH A NEMA SIZE 6 BASE~MOUNTED

CABINET AND CONTROLLER.

MD 147 IS ASSUMED TO RUN IN AN NORTH-SOUTH DIRECTION.

I1. INTERSECT PERATION:

THE_INTERSECTIDN WILL OPERATE IN A FOUR-PHASE,
FULL-ACTUATED MODE. .

MD 147 APPROACHES SHALL OPERATE CONCURRENTLY.

L INWOOD AVENUE APPROACHES SHALL OPERATE
'CONCURRENTLY. |

- TYPICAL MESSAGES FOR ACCESSIBLE PED SIGNALS

MD 147 HARFORD ROAD (SOUTH APPROACH) AND LINWOOD AVENUE

WAIT: #WAIT TO CROSS HARFORD AT LINWOOD.” %

WALK: RAPID TICK

%  MESSAGE USED IF DISTANCE FROM NEAREST PUSHBUTTON FOR PERPIDICULAR CROSSING IS < 10/
¥k MESSAGE USED IF CROSSWALK DIVERGES FROM OR CONVERGES WITH PARALLEL TRAFFIC

" NOTE: MESSAGES FOR INTERSéCTION CUNFIGURATIUNS, VARYING FROM THE ABOVE
ARE TO BE APPROVED BY THE DIRECTOR. OFFICE OF TRAFFIC AND SAFETY.
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